
G2-FLOW
FLOW MONITOR

° Automatic sensor detection

° Real-time data with alert notifications

° Rugged and fully submersible design

° Web portal for access to live and historic data

° Low maintenance and remote configuration

The NexSens G2-FLOW is a complete flow monitoring solution 
with integrated data logger, cellular modem, and battery. The 
user selects either a FloWav Pipeline PSA-AV area velocity sensor 
or an APG PT-500 pressure transducer for flow monitoring. 

G2-FLOW can be configured directly from any web browser 
without the need for costly site visits and complicated 
connections. The system wirelessly transmits flow data to WQData 
LIVE’s cloud-based data management platform at user-defined 
intervals. Paired with WQData LIVE’s configurable alerts, users 
can be automatically notified of elevated flow rates or other 
anomalies directly on a mobile device or computer. Historical 
data can be viewed, graphed, and downloaded from WQData LIVE 
for additional analysis.

The G2-FLOW was designed for simplicity. The integrated battery 
can last up to 5 months in a typical application with the option to 
double the life by installing a second battery pack. This removes 
the need for frequent site visits or complicated solar powered 
setups. The integrated cellular modem with bundled NexSens 
hosted service provides real-time communication without the 
complexities of setting up a cell account.



Part # Description 

G2-FLOW Cellular flow monitoring system with internal battery pack
VZ-5MB-M Verizon cellular data service with 5 MB monthly allowance & static IP address, priced per month
VZ-5MB-Y Verizon cellular data service with 5 MB monthly allowance & static IP address, priced per year
PSA-AV-UW Pipeline PSA-AV area velocity sensor connectorized for NexSens UW-8
PT-500-UW PT-500 submersible pressure transducer connectorized for NexSens UW-8
G2-BAT-3D G2 Series battery pack, 3 D-Cell
SP6 Solar power pack, 6-watt. Includes solar panel, regulator, 6 A-Hr battery & pole mount weather tight enclosure
UW6-PW AC power adapter, X2/G2 Series
UW6-USB-485 USB PC adapter, X2/G2 Series

specifications

parts list
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G2-FLOW FLOW MONITOR

Material

Mount

Weight

Temperature Range

Dimensions

Rating

Memory

Battery Pack

Battery Life

Sensor Connector

External Power/Comm Connector

Communication

Transmission Trigger

User Interface

User Parameters

Log Interval

Diagnostic Data Parameters

PVC and ACETAL

Handle

7 lbs.

-30 to 80°C

5.5” diameter, 12.3” height

IP69

Over 20M data points before rollover (over 40 years with a 15 minute interval)

(3) D-Cell lithium (Thionyl Chloride)

5 months (average of 96 logs, 4 transmissions per day); 10 months with optional second battery pack

(2) NexSens SensorBUS UW-8

NexSens UW-6

NexSens hosted Verizon 4G cellular modem

Parameter threshold, time-based

NexSens WQData LIVE 2.0 web portal

User configurable from 1 minute (15 minute default)

Input power, internal pressure, internal temperature, internal humidity, cell signal strength, cell module 

power, processor power, processor current, RTC power, cell module current, cell status

FloWav PSA-AV: Depth, velocity, flow rate, flow accumulation (calculated)

APG PT-500: Temperature, pressure, depth, flow rate (requires user entered flow table), flow 

accumulation (calculated)

5.5”

5.7”


